


















From: 16-12-2023   To: 15-01-2024

Date: 05-12-2023

S.No. Title/Parameters Values/Data

a)
Number of Generating Units  (e.g. 1 x 210 MW + 2 x 500 MW) 2 x 525 MW

b)
Total Installed Capacity (MW) 1050 MW

c) Maximum possible Ex-bus injection (MW) (including overload if 

any)
984.38

d) Technical Minimum (MW) 541.41

e) Type of Fuel
Bituminous/Sub-Bituminous coal

(Start up with LDO and HFO)
f) Region Eastern

g) Bid area E1

h) Fixed Cost (paise / kWh upto one decimal place) 137.0

i) Variable Cost (paise / kWh upto one decimal place) 303.8

j) Ramp-Up Rate (MW/Min) for each unit 4.92

k) Ramp-Down Rate (MW/Min)    for each unit 4.92

l)
Start-up Time from Cold Start (in Min)  & Warm Start of each unit

Cold 720

Warm 300
m)

Any other information
840 min for RSD in case of unit shutdown 

period is more than 5 days as boiler will be 

kept under preservation.

Copy to:

Name: Sudip Dash

Designation: Head - Commercial & Regulation, MPL

Format AS1: Generator Details by TRAS/SRAS/SCED Provider

Validity of the Information

To: ERPC

From: Maithon Power Limited
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